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(section between Lam Tei and Tong Yan San Tsuen) 

 

 

PURPOSE 

 

  This paper seeks Members’ views on the funding application for 

upgrading 888TH “Widening of Yuen Long Highway (section between Lam Tei 

and Tong Yan San Tsuen)” (the proposed Project) to Category A. 

 

 

PROJECT SCOPE AND NATURE 

 

2. The scope of works under the proposed Project comprises –  

 

(a)   widening of an approximately 3-kilometre (km) long section of 

Yuen Long Highway between Lam Tei Quarry and Tong Yan San 

Tsuen Interchange from a dual three-lane carriageway to a dual 

four-lane carriageway; 

 

(b)   widening of a section of the slip road connecting Hung Tin Road 

(southbound) to Yuen Long Highway (eastbound) from a single-

lane carriageway to a two-lane carriageway; 
 

(c)   modification of the Yuen Long Highway and/or associated slip 

roads near Lam Tei Quarry, Tin Shui Wai West Interchange and 

Tong Yan San Tsuen Interchange; and 

 

(d)   implementation of other associated works including geotechnical 

works, landscaping works, road and drainage, waterworks, public 

lighting, noise barriers, street furniture, environmental mitigation 

measures and traffic control and surveillance system. 

 

The layout plan, cross sections and the artist’s impression of the proposed Project 

are at Enclosure. 

 

3. To commence the proposed Project as soon as possible, the Highways 

Department (HyD) initiated parallel tendering for the construction works contract 

in December 2025.  The returned tender prices have been reflected in the 

estimated cost of the proposed Project.  We plan to award the relevant contract and 

commence construction works immediately upon funding approval by the Finance 
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Committee of the Legislative Council (FC) and expect to complete the works in 

approximately 4 years and 8 months in 2031. 

 

 

JUSTIFICATIONS  

 

4. To cater for the traffic demand arising from the future developments in 

the Northern Metropolis (NM) (including Hung Shui Kiu/Ha Tsuen New 

Development Area and Yuen Long South New Development Area), the 

Government is proactively taking forward a series of road infrastructure projects 

to enhance the capacity of the road network, strengthen the internal and external 

traffic connectivity, thereby effectively unleashing the potential for development.  

The widening of Yuen Long Highway (section between Lam Tei and Tong Yan 

San Tsuen) is one of the important road infrastructure projects supporting the 

long-term development of NM.  
 

5. According to the traffic assessment, with the growth in traffic demand 

brought by the development of NM, it is expected that the volume/capacity (v/c) 

ratio1 of the section of Yuen Long Highway between Lam Tei Quarry and Tong 

Yan San Tsuen Interchange during peak hours will exceed 1.0 in 2031, indicating 

the onset of traffic congestion.  If the proposed widening works are not 

implemented, the traffic condition will further deteriorate, with the v/c ratio of the 

relevant section during peak hours increasing to 1.3 in 2036.  By then, the traffic 

speeds will slow down significantly, forming traffic queues with some as long as 

2 km or above, potentially extending to the Hung Tin Road slip road and local 

roads such as Hung Chi Road, causing widespread congestion.  Conversely, upon 

the implementation of the proposed widening works, the peak-hour v/c ratio of the 

relevant section will drop below 0.8 in 2031.  Most of the anticipated congestion 

will be alleviated, effectively maintaining smooth traffic flow and reserving 

sufficient capacity for the medium-to-long-term demands of surrounding new 

development areas, delivering substantial benefits to public commuting and the 

future development of NM.   
 

6. Based on the above justifications, we recommend proceeding with the 

proposed Project.  To facilitate the road widening works, we also need to expand 

or extend existing highway structures, including noise barriers, road bridges, and 

pedestrian subways, as well as box culverts and drainage system, etc.  

 

7. During construction, we need to maintain the existing number of traffic 

lanes during peak hours.  The proposed works are also subject to site constraints, 

requiring the creation of extra work space by relocating major existing utilities 

(such as high-pressure gas mains, power cables, and water mains) before the 

commencement of widening works.  Furthermore, various concurrent 
 

1   The v/c ratio is an indicator of road traffic conditions.  A v/c ratio at or below 1.0 means that a road has 

sufficient capacity to cope with the expected traffic volume.  A v/c ratio exceeding 1.0 indicates the onset 

of congestion.  As the ratio increases further, traffic slows down and congestion worsens.  When the ratio 

approaches 1.2, vehicle speeds will drop significantly. 
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development projects in the vicinity of the project area (including Hung Shui 

Kiu/Ha Tsuen New Development Area and Yuen Long South New Development 

Area) further reduces the available space at the construction site and increases the 

difficulty of construction. 

 

8. During the planning stage of the proposed Project, we have considered 

various design options and established the current widening scheme after taking 

into account factors such as the adjacent topography, distribution of existing 

structures, and impact on nearby residents and the environment.  The contractor 

may first carry out widening works outside the existing carriageway boundary to 

create additional space, minimising the impact of temporary traffic arrangements 

on existing traffic.  The scheme also reduces land acquisition and the associated 

compensation and social costs.  Furthermore, we have been actively seeking more 

cost-effective solutions, including optimising the design of retaining walls and 

noise barriers to reduce construction costs, minimise the scale of works and 

shorten the construction period.  To enhance the overall project efficiency, HyD 

will concurrently carry out roadworks2 and water main laying works3 entrusted by 

the Civil Engineering and Development Department (CEDD).  This arrangement 

will avoid multiple contractors working on the same site independently and 

prevent subsequent excavation on newly completed roads or the relocation of 

completed utility works, thereby achieving synergy and minimising impact on 

residents and existing traffic. 

 

 

FINANCIAL IMPLICATIONS 

 

9. We estimate the capital cost of the proposed Project to be 

$1,549.9million in money-of-the-day (MOD) prices, with the estimated 

percentage of the itemised expenditure as follows –  

 
  Percentage of the 

  itemised expenditure 

 

(a) Roads, drainage and waterworks about 45% 

(b) Noise barriers about 25% 

(c) Other associated works4 about 10% 

 
2  To be carried out in conjunction with PWP Item No. 906CL – Second Phase Development of Yuen 

Long South New Development Area – site formation and engineering infrastructure works, for the 

reconstruction of the northbound slip road of Hung Tin Road at Tin Shui Wai West Interchange. 
3  To be carried out in conjunction with PWP Item No. 829CL – Hung Shui Kiu/Ha Tsuen New 

Development Area Stage 2 Works, for laying approximately 320 metres long freshwater mains with 

1 200 mm in diameter and approximately 1 040 metres long flushing water mains with 800 mm in 

diameter along the roadside of Yuen Long Highway, section between Lam Tei Quarry and Tin Shui Wai 

West Interchange. 
4  Including the expansion/extension of road bridges and pedestrian subways; retaining walls and slope 

works; landscaping works; environmental mitigation measures; and environmental monitoring and 

audit (EM&A), etc. 
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(d) Consultants’ fees and remuneration 

of resident site staff  about 10% 

(e) Contingencies about 10% 

 

 

PUBLIC CONSULTATION 

 

10. HyD conducted consultation from August to September 2023 to gather 

feedbacks from key stakeholders.  This included consulting the Yuen Long District 

Council and Tuen Mun District Council on 4 September and 11 September 2023 

respectively, both of which expressed support for the proposed Project. 

 

11. The proposed Project was gazetted under the Roads (Works, Use and 

Compensation) Ordinance (Cap. 370) on 20 and 27 October 2023.  No objection 

was received during the statutory period and the proposed Project was authorised 

accordingly.  The relevant authorisation notices were gazetted on 22 and 29 

November 2024. 

 

12. HyD has consulted the Advisory Committee on the Appearance of 

Bridges and Associated Structures (ACABAS) 5  on the aesthetic design of the 

noise barriers, road bridges, pedestrian subways, and retaining walls under the 

proposed Project.  ACABAS accepted the proposed aesthetic design. 

 

 

ENVIRONMENTAL IMPLICATIONS 

 

13. The proposed Project is a designated project under Schedule 2 of the 

Environmental Impact Assessment (EIA) Ordinance (Cap. 499), and an 

Environmental Permit (EP) is required for its construction and operation.  The 

Director of Environmental Protection approved the EIA Report for the proposed 

Project and issued an EP for its construction and operation on 26 January 2024.  

According to the conclusion of the EIA report, the environmental impact of the 

proposed Project can be controlled within the criteria under EIA Ordinance and 

the Technical Memorandum on EIA Process.   

 

14. HyD will implement the mitigation measures as recommended in the 

approved EIA Report and carry out an Environmental Monitoring and Audit 

(EM&A) programme, while complying with the relevant conditions set out in the 

EP, to ensure the environmental impact is controlled within established standards 

and criteria.  To minimise the impact on the environment during construction, 

HyD will implement suitable mitigation measures, including the adoption of quiet 

powered mechanical equipment and movable temporary noise barriers, etc. to 
 

5  The membership of ACABAS comprises representatives of the Hong Kong Institute of Architects, the 

Hong Kong Institution of Engineers, the Hong Kong Institute of Planners, Architectural Services 

Department, HyD, Housing Department, CEDD, and representatives from local academia.  It is 

responsible for vetting the design of bridges and other structures from the aesthetic and visual impact 

points of view. 
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minimise the noise impact on residents nearby during construction.  Upon 

completion of the widening works, we will provide noise barriers and low-noise 

surfacing materials at specific sections to mitigate traffic noise and reduce long-

term impact on adjacent housing.  The costs for these mitigation measures and the 

EM&A programme have been included in the proposed Project estimate. 

 

15. During the planning and design stages, HyD has considered measures to 

minimise the generation of construction waste (including reviewing the design and 

construction methods of the proposed Project).  In addition, HyD will require the 

contractor to reuse inert construction waste (e.g. use of excavated materials for 

backfilling) on site or in other suitable construction sites as far as possible in order 

to minimise the disposal of inert construction waste at public fill reception 

facilities6.  HyD will encourage the contractor to maximise the use of recycled or 

recyclable inert construction waste, and the use of non-timber formwork to further 

reduce the generation of construction waste.  

 

16. At the construction stage, HyD will require the contractor to submit for 

approval a plan setting out the waste management measures which shall include 

appropriate mitigation measures to avoid and reduce the generation of inert 

construction waste, and to reuse and recycle such waste.  HyD will ensure that the 

day-to-day operations on site comply with the approved plan and will require the 

contractor to separate the inert portion from non-inert portion of construction 

waste for disposal at appropriate facilities.  HyD will control the disposal of inert 

construction waste and non-inert construction waste at public fill reception 

facilities and landfills respectively through a trip-ticket system. 

 

17. HyD estimates that the proposed Project will generate in total about 

104 700 tonnes of construction waste.  Of these, about 93 170 tonnes (89%) of 

inert construction waste will be reused on site while about 9 010 tonnes (8.6%) of 

inert construction waste will be delivered to public fill reception facilities for 

subsequent reuse.  The remaining about 2 520 tonnes (2.4%) of non-inert 

construction waste will be disposed of at landfills.  The total cost of disposal of 

construction waste at public fill reception facilities and landfill sites is estimated 

to be about $1.14 million for the proposed Project (based on a unit charge rate of 

$71 per tonne for disposal at public fill reception facilities and $200 per tonne at 

landfills as stipulated in the Waste Disposal (Charges for Disposal of Construction 

Waste) Regulation (Cap. 354N)). 

 

 

HERITAGE IMPLICATIONS 

 

18. The proposed Project will not affect any heritage site, i.e. all declared 

monuments, proposed monuments, graded historic sites/buildings or structures, 

sites of archaeological interest, all sites/buildings or structures in the new list of 
 

6  Public fill reception facilities are specified in Schedule 4 of the Waste Disposal (Charges for Disposal 

of Construction Waste) Regulation (Chapter 354N).  Disposal of inert construction waste in public fill 

reception facilities requires a licence issued by the Director of Civil Engineering and Development. 
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items pending grading; and Government historic sites identified by the Antiquities 

and Monuments Office. 

 

 

TREE IMPLICATIONS 

 

19. There are 1 383 trees within the project boundary, among which 451 

trees will be preserved.  The remaining 932 trees were assessed to be unsuitable 

for transplanting according to the tree survey and will be felled, including 304 

trees of invasive species and 2 trees of particular interest7  (Ficus microcarpa with 

a trunk diameter equal to or exceeding 1 metre).  HyD will plant 654 trees and 

provide amenity areas at suitable locations for landscaping purposes.  During the 

construction stage, HyD will require the contractor to adopt appropriate tree 

protection measures to minimise the impact on trees. 

 

 

LAND ACQUISITION 

 

20. The proposed Project requires the resumption of 21 private lots with a 

total area of about 5 600 square metres (m2).  The cost of land resumption and 

clearance of land is estimated to be about $71.03 million, which will be charged to 

Head 701 – Land Acquisition. 

 

 

TRAFFIC IMPLICATIONS 

 

21. The proposed Project will maintain the existing number of traffic lanes 

during peak hours during construction, and will not cause significant traffic 

impact.  To facilitate the construction works, HyD will implement temporary 
 

7  Trees of particular interest are defined in paragraph 3.3.1 of the Guidelines for Tree Risk Assessment 

and Management Arrangement (10th Edition) promulgated by the Development Bureau in 2023. 

Examples of trees of particular interest are listed as follows - 

· Old and Valuable Trees (OVTs) and trees that are potentially registerable in the Register of OVTs; 

· Trees of 100 years old or above;  

· Trees with trunk diameter equal to or exceeding 1 m (measured at 1.3 m above ground level), or with 

height/canopy spread equal to or exceeding 25 m;  

· Stonewall trees or trees of outstanding form (taking account of overall tree sizes, shape and any 

special features);  

· Rare tree species listed in “Rare and Precious Plants of Hong Kong”  

· (https://www.herbarium.gov.hk/en/publications/books/book2/index.html) published by the 

Agriculture, Fisheries and Conservation Department;  

· Endangered plant species protected under the Protection of Endangered Species of Animals and 

Plants Ordinance (Cap. 586);  

· Tree species listed in the Forestry Regulations (Cap. 96A) under the Forests and Countryside 

Ordinance (Cap. 96);  

· Well-known Fung Shui trees;  

· Landmark trees with evidential records to support the historical or cultural significance of the trees;  

· Trees which may arouse widespread public concerns; and  

· Trees which may be subject to strong local objections on removal. 
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traffic arrangements (TTA) and set up a traffic management liaison group to 

discuss and vet the TTA.  This group comprises representatives of the contractor, 

the Hong Kong Police Force, the Transport Department and other relevant 

government departments.  HyD will specify requirements for implementing the 

TTA in the works contract to minimse the traffic impacts during construction.  

HyD will also display notice boards on site to provide details of the TTA and the 

anticipated completion dates of individual sections of works.  In addition, HyD 

will set up a telephone hotline for public enquiries or complaints. 

 

 

BACKGROUND  

 

22. HyD commenced the site investigation and design for the proposed 

Project in October 2022, the cost of which was about $35.7 million.  It was funded 

by block allocation Subhead 6100TX “Highway works, studies and investigations 

for items in Category D of the Public Works Programme”.  The site investigation 

helps finalise the scope and cost estimate of the proposed Project for seeking 

funding approval from FC.   

 

 

WAY FORWARD 

 

23. After consulting the Panel on Transport, we plan to seek support from 

the Public Works Subcommittee as soon as possible, and apply to FC for funding 

approval for upgrading the project 888TH, as described in paragraph 2 above, to 

Category A. 

 

 

 

 

Transport and Logistics Bureau 

Highways department 
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